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RECOMMENDED PCB LAYOUT
P.C. BOARD THICKNESS: 1.6mm[.063"]

WAFER 2.0mm[.079"] CC, DUAL ROW, ST

SWR204-NRTN-D_ _-ST-GA

11629

NOTES:
  1. INSULATOR MATERIAL: NYLON 66, UL94V-0, COLOR: NATURAL.
  2. CONTACT MATERIAL: BRASS.
  3. CONTACT PLATING: .000020" MIN. NICKEL UNDERPLATE, PURE TIN, BRIGHT OVERALL.
  4. CURRENT RATING: 3 AMPS
  5. VOLTAGE RATING: 50V AC/DC.
  6. INSULATOR RESISTANCE: 1000 MEGOHMS MIN.
  7. CONTACT RESISTANCE: 10 MILLIOHMS MAX.
  8. DIELECTRIC WITHSTANDING VOLTAGE: 800V AC.
  9. OPERATING TEMPERATURE: -25° C TO +85° C.
10. MATES WITH SWH204 SERIES DUAL ROW HOUSING.

REVISIONS

REV. ECO. NO DESCRIPTION DATE BY

A 2236 INITIAL RELEASE 05/25/2011 LH

B 2643 UPDATED FRONT VIEW 08/31/2012 LH

C 3404 UPDATE LOCKING SLOT ON FRONT VIEW AND ISO 
VIEW, ADD 0.50 mm PIN TOLERANCE 03/17/2016 LH
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MM[INCHES]

TOLERANCES:  ANGULAR:'    
.X=  0.3 [.01]

.XX=  0.30 [.012]

INTERPRET DIMENSIONS AND 
TOLERANCING

PER: ASME Y14.5M-2009
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